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Abstract

The Relativistic Heavy lon Collider (RHIC) at Brookhave National Laboratory (BNL) provides a unique opportunity to collide po-
larized protons at high energies. One of the hightlights of the polarized proton progr@s=a500 GeV is the direct measurement

of sea quark contribution to the proton spin Viaboson production by measuring parity violating single spin asymmetry. A new
trigger electronics on forward muons which specialize¥\iboson detection was developed for the PHENIX experiment. The
trigger was installed as an additional electronic circuit which is connected in parallel to existinig cathode readout elecctronics ¢
the muon tracking chamber.

Keywords:

1. Introduction energy scale set by th&/-mass makes it possible to extract
quark and anti-quark polarizations from inclusive lepton
A new trigger on forward high-momentum muons for the spin asymmetries itW-production with minimal theoretical
PHENIX experiment was developed for the purpose of measumincertainties. Sub-leading twist and higher-order terms in
ing longitudinal spin asymmetry i boson production at po- the perturbative QCD expansion are strongly suppressed, and
larized proton-proton collisions with/s =500 GeV at RHIC. a direct extraction without additional assumptions becomes
The measurement provides a direct probe to the individual popossible [1]. This program thus will break new ground in our
larized parton distribution function (PDF) of the quarks anddetailed understanding of the proton’s structure. Especially, our
anti-quarks in the proton. Since the muon trigger before theresent knowledge for the anti-quark contribution to the proton
upgrade fired on any muons above 2 Ge\tt was indficient  spin is limited with larger uncertainties to measurements by
to trigger high-momentum muons froliY decays and did not semi-inclusive deep-inelastic scattering (SIDIS). In addition to
provide the required trigger rejection factor for 500 GeV run-forementioned naturally set high energy scale, the sea quark
ning. The new system performs coarse online tracking and trigmeasurement viaV has certain advantage with respect to
gers events with high-momentum particles by selecting straigh&IDIS in following sense: 1) Th& boson couples with the
tracks in a magnetic field. It suppresses a large number of backiuark flavor selectively, and quarks (anti-quarks) with negative
ground events of low momentum muons coming from hadronigpositive) helicity can participate in the reaction due to the
decays. Three major upgrade projects are parts of the new trig/—A structure of the weak interaction, 2) free from fragmen-
ger; (1) Resistive plate chambers (RPC1 and RPC3) [2], (ZJation function which is the unavoidable dominant source of
Upgrade of muon tracker front-end electronics (muon triggemodel uncertainties for SIDIS on their way to extract the sea
front-end electronics, MUTRG-FEE) [3], (3) Additional hadron quark polarization from observed asymmetries. Because the

absorber. We discuss (2) in this article. measurement aV asymmetry in forwargbackward angle give
large probability of kinematics of unbalanced Bjorkés from
1.1. Physics motivation two colliding protons, the measurement \Wf asymmetry in

forwardbackward angle further enhances the sensitivity to the

Parity-violating production of the W boson with sea-quark polarization.

longitudinally-polarized proton-proton collisions at RHIC
provides a direct measure of the individual polarizations of TheW program was initiated by the first operation of RHIC
the quarks and anti-quarks in the colliding protons. The highpolarized proton beams at its highest operational enafgy
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509 Ge\( in 2009. ThisW. program is the highlight. of RHIC R"(CZ?HS(;’“"‘ Side View R"sz)})‘;‘;"“
spin project for the next five years and thus following upgrade ¢ s, &

K2 “entral Magne ¥
projects to PHENIX muon arms have been pursued to prepare % Central Magnet S
for the rare probe measurement under high-background rate cir-
cumstances.

1.2. RHIC polarized proton beam

RHIC [4] consists of two counter rotating accelerggtorage
rings with six beam crossings points labeled as 2,4,6,8,10, and
12 o’clock where collisions may take place. Each rings are built
on a common horizontal plane, one (“Blue Ring”) for clockwise
and the other (“Yellow Ring”) for counter-clockwise beams.
Each RHIC ring is capable of being loaded with 120 bunches—",
at maximum with optional spin direction. RHIC operated with
up to 112 bunches filled and with consecutive eight missing
bunches at the end of the bunch train in the 2011 RHIC Rurrigure 1: The PHENIX muon arm detection system and new devices to upgrade
The revolution frequency of RHIC is 78 kHz and bunches arehe trigger performance of the muon arms. New devices are given their names
spaced by 106 nsec apart. This timing pulse is called the RHI@"d year of the (scheduled) installation.
beam clock and distributed to experiments in order to let read-

out system of detectors to be synchronized with the collision ) i
timing. absorber. Before reaching the MuTr detectors a particle must

pass through the pre-MuTr absorber; 20 cm of copper (named
1.3. PHENIX and preexisting muon arm detector as nosecone) plus 60 cm of iron (part of the MuTr magnet).

The PHENIX detector [6] is a large multipurpose set of de- Each MuTr arm consists of three stations (named Station-1,
tectors optimized for measuring rare electromagnetic probeStation-2, and Station-3 proceeding downstream from the col-
(photons, muons, and electrons) of the spin structure of the prdision vertex) of cathode-readout strip chambers. They are in-
ton and of the hot dense matter created in ultra-relativistic heav§talled in an eight-sided conical magnet [10] which provides
ion collisions. The data acquisition system and multi-level trig-the radial magnetic field (B -dl = 0.72T-m at 15 degrees,
gers are designed to handle the largeljedent challenges pre- B(f) ~ B(15°)tan)/ tan(15)) and bends particles in the az-
sented byp+ p collisions (relatively small data size per event atimuthal direction. Each MuTr station occupies a plane perpen-
very h|gh rates) and AubAu collisions (Very |arge data size per dicular to the beam axis and also partitioned into identical EIth
event at relatively low rates) with little or no dead time [7, 8]. Segment called “octant”. The octant consists of multiple ioniza-
Event characterization devices, such as the Beam-Beam Coufion gaps of an anode plane sandwiched by two cathode planes;
ters [9], provide information on the vertex position, start time,three gaps for the two stations closest to the collision vertex
and centrality of the collision. The two muon arms, shown inand two gaps for the last station. The anode planes are alter-
Fig. 1, which specialize in muon detection covet & || < 2.4  nating structures of 2fm-diameter gold-plated tungsten sense
in pseudorapidity and¢ = 2r in azimuth which results in ac- Wwires and 75um-diameter gold-plated copper-beryllium field
ceptance of almost 1 sr. wires. Each wire is running along the azimuthal direction with

The Beam-Beam Counters (BBCs) [9] each consist of 64 sense wire spacing of 10 mm. Cathode planes are segmented
quartz radiators instrumented with mesh dynode PMTs and afdto strips of 5 mm pitch with readout alternately. Half of the
ranged in a cylinder coaxial with the beam. The BBCs arecathode planes have strips oriented perpendicular to the anode
placed on either side of the collision vertex and covér 3  wires (non-stereo planes) and the other half have strips with
Inl < 3.9. Each channel has a dynamic range extending t& small stereo angle of 11.25 degree or less (stereo planes) to
30MIPs. The BBCs measure the arrival times of particles oProvide two-dimensional information. The chamber gas mix-
both sides of the collision vertex. From the average of thesére is 50 % Ar+ 30 % CQ + 20 % CR. Typical operating
times we determine the event start time. From thefiedence  high voltage is 1900 V with a gain of approximately<210°.
we obtain the position of the vertex along the beam directionAn ionizing particle typically fires three adjacent strips in each
The BBCs also provide the minimum-bias interaction trigger,orientation to form “cluster”. A fit to the charge profile on the
which requires that there be at least one hit in each BBC. cluster provides a position measurement with a designed reso-

The muon arms [5] are coaxial with the beam on oppositdution of about 10Q:m in the bend direction.
sides of the collision vertex. The two arms which are located Each MulD arm consists of five steel absorber plates inter-
on the south and north end of the interaction region are namddaved with larocci tubes[14] operated in proportional mode
for convention as “South arm” and “North arm”, respectively. and specialized shielding to reduce backgrounds not originat-
Each muon arm is comprised of a Muon Tracker (MuTr) anding from the collision vertex. The first MulD absorber plate
a Muon Identifier (MulD). The MuTr makes an accurate mea-thickness= 20 cm - South; 30cm - North) also serves as the
surement of particle momenta. The MulD allows coarse resolureturn yoke of the MuTr magnet. Successive plates (identical
tion track reconstruction through a significant amount of steefor the two arms) are 10, 10, 20 and 20 cm thick, thus totaling
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PHENIX muon arm trigger.

1.4. Trigger upgrade

4.8,/ cost (5.4, / cosh) for the South (North) arm, wherg o) 100 -
indicates the nuclear interaction length ahid the polar angle % 9% PYTHIA ]
of a particle’s trajectory. Gaps are labeled 0 to 4 proceeding O 10 3 W Whoson
.. . . A FA O Y/Z boson 3]

downstream from the collision point. Each gap consists of hor- > 1080% + Boit .
izontal and vertical larocci tubes with8 cm width and 2.5 — = u orom E
. . . .- Q 07L 0O Charm _

5 m length to provide coarse two-dimensional position. Tracks é '\ E
which penetrate all MulD steel plates and point to the colli- 106 Q'\A V/s =500 GeV 7
sion vertex are identified online and triggered as conventional A JLdt=2f"" 3

1.4.1. Overview 10° b o -
The trigger for the muon arms before the upgrade was gener- 102 .QEE “\‘\AO OQQQ)?Q@OQW
ated by MulD. It provides the rejection power €200 com- Ci 4
pared with the PHENIX minimum-bias trigger by BBC at 10 ; Efm E
\/S = 200 GeV* The RHIC design goal of the luminosity is | \\\TTM\\\
2.0 x 10%2cm2s71, which results in about 6 MHz of BBC trig- 0 5 10 15 20 25 30 35 40 45
ger. In order to meet the typical DAQ bandwidth of 2 kHz for P+(GeV/e)

the PHENIX muon arm, the rejection power of 3000 is required.

Based on a prediction that the rejection power by MulD will not

be so much dferent between 200 GeV and 500 GeV, the MulD

trigger wouldn't be sfficient to triggeW without pre-scaling.
The momentum threshold of the MulD trigger & ~

1.5 GeVc, while the typical muons decay froW boson dom- 1 4 5 MUTRG-FEE

inates the single muon yields at high transverse momentum re-

gion pr 2 15 GeVc with respect to background muon sources Fi_g. 3 displays the principle_of selecting high-momentum
as shown in Fig. 2. Based on this fact, raising the threshol@@ticles by MUTRG-FEEAstrip is introduced to be an impor-

even higher leads to thdfient trigger of the signal with suf- tant parqm_eter to i_dentify high-momentur_n trac.ks and is Qefined
ficient rejection power. Here we introduced a new momentum?@S & deV|at!on of hit at Sta_tlon—2 f_rom thellmea.r mterpolaugn be-
sensitive trigger by adding new fast readout electronics (muof/¢€" Stgtlon—l and Statlon—3'h|ts. In th's. article, We‘NS_E'p
trigger front-end electronics, MUTRG-FEE) to existing MuTr the unit of the number of strips. Selecting events WhICh. have
front-end electronics. MUTRG-FEE digitize the signal immedi- 72cks with smallAstrip, €.g.|Astrip| < 1, the new electronics
ately and therefore deal with only hit information providing fast Provides the trigger of only high-momentum track.
and coarse online tracking information of the traversing parti- A block diagram of the new muon trigger system is shown
cle in MuTr to back-end trigger logic circuit. Events with high- in Fig. 4. A new amplifier and discriminator board (MuTRG-
momentum charged particles are triggered based on the onliféDTX) are attached to MuTr front-end electronics (MuTr-FEE)
tracking results. and divides the signal into two paths; analog readout path for
However, due to the limited intrinsic timing resolution of €xisting MuTr-FEE and the digitization path for the fast trig-
MuTr (approximately 2 — 3 beam clocks), the other timing de-ger. The digitized signals are sent to new data merger boards
tector with sificient timing resolution is needed to identify the (MUTRG-MRG), which are located in the PHENIX rack room
beam clock which collision bunch an observed hit comes fromand about 70 m far from the collision region. The MuTRG-
BBC can be such a timing detector and we evaluated MuTRGMRG board collects hit signals from multiple MUTRG-ADTXs
FEE performance in collaboration with BBC for this article. and formats the data to meet the input format of the down-
However, the situation will be more serious at high collisionstream Local Level-1 (LL1) trigger module. To identify tracks
rate where BBC will start triggering every events and will not Which fire the trigger in theffiine analysis, the copy of hit pat-
determine collision timing. Another new upgrade detector, reterns transmitted to LL1 from MUTRG-MRG is sent to data
sistive plate chambers (RPC), will resolve théidilty taking ~ collection modules (DCM) via other interface boards (MUuTRG-
advantage of its dficient intrinsic timing resolution of a few DCMIF). The data are then recorded into PHENIX main data
nsec and low occupancy owing to its small segmentation. Iftream. We name MUTRG-FEE as a system which consists of

one finds corresponding hit in the RPC at the expected locatioMUTRG-ADTX, MRG and DCMIF. The LL1 module makes
from the extrapolation of the track observed by MuTRG-FEE trigger decision by comparing hit patterns from MUTRG-MRG
the timing observed by RPC is allocated to the track. and pre-defined look-up table which contains hit combination
of high-momentum tracks. The signals from other upgrade de-
e define the 1 o o . § htectors, RPCs, can also be merged in the LL1 module. The
e define the trlgger rejectlon power as the number compare tot : e H . H
PHENIX minimum-bias trigger rate by BBC in this article. The cross sectioniaocal trigger decision by LL.l module is fma”y transmitted to
observed by BBC is about 30 mb & = 500 GeV, which is about half of the ~ the GlObF:Il LeV_el'l (GL1) t”gger moc_julg, Whe.re the PHEle
proton-proton total cross section. global trigger is generated in combination with LL1 triggers

Figure 2: Expected inclusive muon spectrum+& = 500 GeV plotted as a
function of transverse momentulRy of muon simulated by PYTHIA.




gas chamber is constructed with two 2 mm bakelite plates
(~ 10'°  cm), as resistive plates, with 2 mm gap. The out-
side surface of the RPC is coated with graphite, which are used
as electrodes. A high voltage 8.5 kV is applied to one side

of the graphite and the other side is grounded. Readout planes
are made from copper strips running along the azimuthal direc-
tion to measure an azimuthal position which is sensitive to the
track momentum. Gas is 95%8,F, + 4.5 % i-C4H1o + 0.5 %

SFs. One of the attractive features of the RPC detector is that
the readout plane is completely isolated from the gap chamber.
Charge is induced on the readout strip by an avalanche in the
gas gap and processed by the readout electronics. Some fea-
tures of the PHENIX RPC as the neW trigger are listed on
Table 1.

Table 1: Characteristics of the PHENIX RPC witB.5 kV supplied.
PHENIX RPC characteristics
Cluster size <2 strips
Efficiency >95 % for MIP
Time resolution ~2 nsec
Rate capability 0.5 kHzn?
Segmentation <1 degree in azimuth

Figure 3: The concept of momentum-sensitive trigger using muon tracker cath-

ode strip readouts. A coarse momentum measurement is carried out online by Owi h d timi uti RPC pl .
calculatingAstrip, a deviation of hit at Station-2 from the linear interpolation wing to the good timing resolution, plays an important

between Station-1 and Station-3 hits. Tracks with smsttip are triggered. role as a timing device under the high luminosity circumstances
substituting for BBC, as well as it provides a strong suppression
against cosmic-ray background. RPC prototype was partially

from other detector systems like MulD and BBC. installed during RHIC shutdown period in 2008 and commis-
_ sioned in the 2009 RHIC run with beam collisions. RPC in-

BBC LL1 Trigger . .
MulD L Trigoer —— stallation behind MulD (RPC3) for both muon arms were com-

IE} G Global pleted in the RHIC shutdown period of 2009 and 2010. Addi-

Trigger |—= Trigger [— Trigger

Ay mpcT] b oy R Board tional RPC installation in front of MuTr (RPC1) is being carried
FEE LIT out in the 2011 RHIC shutdown period.
& I Lt
PI—-II——I oom |
EE MuTRG-FEE
; MuTr,; e DCM »
i 1.4.4. Additional hadron absorber
iRPm,—' e pem Another piece of the upgrade is a new hadron absorber which
Interaction Region | Rack Room is mounted downstream of the MuTr magnet. The 35 cm-thick

SS310 absorber plates with 24 tons were manufactured at AT-
LAS Tool&Die Works, Lyons, IL, USA on contract from the
Figure 4: The block diagram of the new muon trigger system. University of lllinois at Urbana-Champaign, USA. SS310 is Cr
24 — 26%) and Ni (19 — 22%) enriched austenite phase stain-
The R&D of these new boards were completed by the end Ofpss steel. It has characteristic of small magnetic permeability
2008. The production and installation to North muon arm wasys . 10-3 and thus makes minimum impact to well measured
completed in 2008 and they were commissioned in the 2008y;sting magnetic field. By installing the new absorber, the pre-
RHIC Run, whereas South muon arm was completed in 20081y apsorber presents a total thickness df1y/ cosd (was
and were commissioned in the 2010 RHIC Run Au-Au collisiong g before), wheré is the polar angle of a particle’s trajectory.
data as well. This absorber reduces the MuTr occupancy and provides the
first level of hadron rejection of a factor of about three orders of
1.4.3. Resistive plate chambers magnitude. Due to ionization energy loss, a particle must have
The PHENIX resistive plate chamber (RPC) has a standard momentum at the vertex which exceedgl2cosd GeV/c
double gap structure and is based on the RPC'’s built for th€2.85/ cost GeV/c) to penetrate to the most downstream MulD
Compact Muon Solenoid (CMS) experiment at CERN. Thegap of the South (North) arm after new absorbers are installed.
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2. MUTRG-ADTX board MuTRG-ADTX

C_.,
split
MuTRG-ADTX boards are located just next to MuTr and |
attached to existing MuTr-FEE to deal with raw signal from
MuTr. The signals are digitized in this board to generate fast

signal for the Level-1 trigger. Main functions of MUTRG-

ADTX are followings.
MuTr FEE

e Splitting charge from MuTr to two paths, MuTr-FEE and

MuTRG-ADTX. AMU
MuTr Amp ADC —

o Amplifying and discriminating raw signals.

e Formatting digitized signals to transmit them to the down-
stream MUTRG-MRG board via an optlcal cable. Figure 5: Schematic diagram of the charge split between MuTr-FEE and

: .. MUTRG-ADTX.
MuTRG-ADTX was developed based on two important guide-

line. One is to minimize impact on performance, position res-

olution and detectionfciency, of existing MuTr-FEE. Since 200 nsec with 100 fC charge deposit in MuTr. Noise after the
the momentum resolution of a detector like MuTr is increasingamplifier is about 5 mV in root-mean-square (RMS).
guadratically as the momentum of the particle becomes higher, For the discriminator part, we implemented cable-less con-
it is important to keep the MuTr resolution as better as possiblstant fraction discriminator (CFD) to eliminate time walk ef-
for W-boson detection. The other guideline is to process MuTfect as well as nominal leading edge discriminator (LED). CFD
signal fast enough to be in time for the trigger decision withis realized by producing high-pass and low-pass signal from
high dficiency and good timing resolution. A restriction in the the original signal and transmitting them to comparator (See
development is that any componenfteated by magnetic field also Fig. 7). The output signal timing of the comparator is de-
are unavailable because MUTRG-ADTX is installed inside ortermined by the intersection of high-pass and low-pass signal,
attached to the muon arm filled with magnetic field. The specwhich is independent of the pulse height. LED is also gener-
ification of MUTRG-ADTX and its chassis are summarized inated by another comparator with the original signal and thresh-

Table 2. old voltage as inputs. The threshold voltage are provided by
8 bit DAC (Digital-to-Analog Converter) with a range of 0 to
2.1. Analog part 125 mV. Because the timing of the CFD output always delays

by about 250 nsec than the LED output, the timing of the AND
MuTRG-ADTX is d dt | porti f
u is designed to consume minimal portion o signal of the CFD and LED signal is determined by that of the

the signal charge from MuTr to form the trigger primitives,
leaving a large fraction of the charge for the MuTr-FEE to saveCFD signal, as well as its threshold is equivalent to that applied

the gain as much as possible. A small capacitor of 56 gFi(C to the LED signal. In the following text, We describe CFD as
is implemented to divide the charge at the input of MuTRG-the signal after taking AND of LED and CFD for convenience.
ADTX as shown in Fig. 5. Becausdfective capacitance of the
existing MuTr-FEE is about 900 pF, about 5 % of the charg
from MuTr is transmitted to MUTRG-ADTX and the remaining
95 % of the charge is used by existing MuTr-FEE to provid
precise position information. On the other hand, the addition e e — e
capacitance could behave as the new noise source on Mu
FEE. The small capacitance for thgyfe is preferable in this
sense. Cables connect between MUTRG-ADTX and MuTr-FE G ‘
were employed as short as 30 cm for the most of part from th iR ‘ C i
same reason above. Another impact gfiCon MuTr-FEE is ‘ ‘ ‘ :
delay of signal timing. These impact on MuTr-FEE is evaluate
in Section 3.1.

The raw signals are amplified and discriminated there an (]u—— L S
sent to the digital part of MUTRG-ADTX as the second stage

1 A 10/ @ 100'"/ ] 100"‘/ ; -4.0002

20008/ Stop 1508

Fig. 6 shows the circuit diagram of the MUTRG-ADTX ana- |ax = 25s.000ns ] T/AX = 3 9063MHz ] AYQ2) =
log part. Since a typical charge deposit on MuTr by a single * Ceusling T =

charged patrticle is 100 fC and only about 5 fC can be available
in MUTRG-ADTX, low noise and high gain are preferable. On
the amplifier part, we selected AD8038 and AD8065 op-amp of Figure 7: Signal shape used for CFD. Measured at test bench.
Analog Devices which feature high speed and low noise. Pulse

height and peak time after the amplifier is about 300 mV and MuTRG-ADTX board consists of 8-layer substrate and use
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Table 2: Specification of ADTX and chassis of ADTX.
ADTX

Board Size 6U
Number of channels 64 at maximum
Supplied Low Voltage 6.2 V (5.7 V at minimum)
Used Voltage 5.25, 3.3, 2.5, 1.25 V (modulated by regulators)
Consumption Current ~2.0 A
Power Consumption ~12.4W
Signal Process Time 2.5 - 3.5 beam clocks with LED
5.2 — 6.2 beam clocks with CFD

Chassis of ADTX
Size 189x 267 x 36 mn?
Capacity 2 boards
other features Water cooling and dry air supply system are equipped.

Signal Input
| —
74LVC1G08

Signal GND CFD Output

Pin5 : DGND
Ping : DVCC

VREF

VREF

Pin3 : DGND
Pin5 : DVCC

TLV3502

LED Output
 —

VTHRE
<

VVy
1k

Figure 6: The circuit diagram of MUTRG-ADTX analog part. AGND and DGND represents analog and digital ground, respectively. AVCC, DVCC and VREF are
5.25V, 3.3V and 1.25 V, respectively. VTHRE indicates threshold voltage for the analog signal.

of each layer is summarized in Table 3. Although the ground of The size of MUTRG-ADTX board is nearly 6U and 2 boards
analog sector (AGND) and that of digital sector (DGND) havecan be contained in one chassis. Fig. 8 is the picture of
electrical conduction via ground of voltage regulators, they aréluTRG-ADTX board. Each board is capable of processing
well separated to prevent the noise generated in the digital seap to 64 inputs. To avoid possible cross talk between adjacent
tor picked up in the analog sector. The first and the last layechannels, signal lines are located in parallel with each other and
is used for frame ground (FGND) and FGND has electricalanalog and digital part are located separately at top and bottom
conduction with chassis of MUTRG-ADTX. We have option of region in Fig. 8. The maximum required voltage for ICs in
making AGNODGND and FGND common or not. Finally we MuTRG-ADTX is 5.25 V and minimal required supply voltage
decided common ground for AGNDGND and FGND to ob- is measured to be about 5.7 V. The operating voltage was tuned
tain stable ground. In addition, we made common ground foto be 6.2 V at the board introducing the safety factor of 0.5 V.
MuUTRG-ADTX chassis, shield line of the signal cable from The current draw is about 2 A and resulting power consump-
MuTr and MuTr-FEE chassis. tion is calculated to be 12.4 W per board. The chassis has water
cooling structure in both sides which keeps the inside below 60
degrees by continuous flow of cooling water. In addition, heat

Table 3: Layers of MUTRG-ADTX. Components are mounted on both the firstsink are attached to the significant heat source, i.e. regulators.

layer and the 8th layer.
Layer number Layer user

1 EGND 2.2. Digital part

2 AGND and DGND (separate) The main function of the digital part of MUTRG-ADTX is

3 Signal serialization of the input signal. The 64-bit input signal is dig-
4 AGND and DGND (conducted) itized, serialized and then transmitted to downstream MuTRG-
5 Signal MRG via an optical cable.

6 AGND and 3.3V Analog signal is converted to digital hit information

7 1.25V,2.5V,5.25V and supply voltage  with a threshold set by DAC (Digital-to-Analog Converter;
8 FGND MAX5259, MAXIM), which is controlled by FPGA (Field Pro-

grammable Gate Array; Spartan3, XC3S1000, Xilinx). The



DAC

| Threshold FPGA Besign 0
Setting e

ta

Slow rol

/
Data

- . —> Optical

Low Jitter <\ Transceiver

lock (60MHz ———————Slow
Control

Optical
Beam Clock (~9.4MHz) Transceiver

F . Figure 9: The block diagram of the digitized data flow. The main function of
the digital part of MUTRG-ADTX is serialization of the input signal. The 64-
bit input signal is digitized, serialized and then transmitted to MUTRG-MRG
via an optical cable. The data stream is processed by FPGA, CPLD, TLK, and
Figure 8: The picture of MUTRG-ADTX board. optical transceiver. CPLD also plays important role in slow control.

digitized 64-bit signal is transmitted to FPGA at a rate of theold setting. One is a threshold writing to the RAM and the other
beam clock 0f~9.4 MHz (106 nsec) as it synchronizes with is a threshold loading (see Section 2.4). The loaded threshold
beam collision. For the operation synchronized with the colli-values can be monitored by hit rates which are recorded and
sion rate, the RHIC beam clock is distributed to all MUTRG- displayed in the online monitor during data taking.
ADTX via dedicated optical fibers beside the forementioned Fig. 10 displays the function of FPGA, reformatting the
data transfer line. 64-bit parallel data into transmit-ready format via the optical
The 64-bit parallel signal in FPGA is reformatted into six transceiver. The breakdown of the reformatted data is; 1st-4th
sequential 16-bit data including footers. This reformat is necesare input signal, 5th is beam clock counter (8-kitjoard ID (8-
sary to utilize TLK1501 (Texas Instruments) which only has 16hit) and 6th is Carrier Extender (C.E.) which defines the bound-
input pins. TLK1501 is a serializer and equipped in order to adary of the data of a given beam crossing. FIFO is used in the
just the signal to the input of optical transceiver (AFBR5710LZ,FPGA to realize the asynchronous process. The frequency of
AVAGO). In the process of the reformatting, asynchronousinput clock for the FIFO is about 56.6 MHz which is made by
clock of 60 MHz is used since TLK1501 requires clean clockPLL (Phase Locked Loop) inside the FPGA from RHIC beam
with jitter of 40 psec in peak to peak, whereas the jitter of theclock multiplied by six (3 106 nsex 6 ~ 56.6 MHz). This rate
RHIC beam clock is about 25 psec in RMS. The asynchronoui determined in order to transfer six sequential packets in just
process is realized at FIFO (Fast In Fast Out) modules insidproportion. The output clock for the FIFO is distributed from
the FPGA and more detail about this system is described ia crystal clock (KC5032C-C3, KYOCERA) located at outside
Section 2.3. The reformatted 16-bit data are transmitted at thef the FPGA. This clock must be faster than 56.6 MHz not
speed of 1.2 Gbps as a serialized optical signal. This rate i%® drop df any data, therefore 60 MHz model was employed
a consequence of 8l0b encoding implemented in TLK1501 which meets the requirement and available in the market. The
(16 bitx 60 MHz x 10/8 = 1.2 Gbps). jitter of the crystal clock is 40 psec in peak to peak and satisfies
Fig. 9 illustrates the block diagram of the digital part of the jitter requirement of TLK1501 (40 psec in peak to peak).
MuTRG-ADTX. CPLD (Complex Programmable Logic De- In summary, this asynchronous process switches the operating
vice; XC95144XL, Xilinx) and PROM (Programmable Read clock from RHIC beam clock to the crystal clock and enable
Only Memory; XCF04S, Xilinx) are equipped for slow control us to operate the TLK1501 located at the downstream of the

which is described in Section 2.4. FPGA.
As a result of the inconsistent frequencies between the input
2.3. FPGA and output clock of the FIFO, MUTRG-ADTX ends up sending

empty packets of 3.4 MHz= 60 — 56.6) to its downstream.

FPGA plays important roles in the threshold setting and th Shese packets are however ignored in MUTRG-MRG.

asynchronous data reformat. Threshold values of 64 channe
can be controlled independently. The threshold voltage ranges
from 0to 125 mV and the value can be set5 mV step. The -4 Slow control

values are written in RAMs inside the FPGA and loaded to the As it is essential to control functions of MUTRG-ADTX re-
daisy-chained eight DAC chips (one DAC distributes to eightmotely during the beam time, several slow control capabilities
channels). There are two modes in slow control for the threshare implemented in MUTRG-ADTX. The slow control signal is
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4 x 16-bit (Signal) \ The second category is writing the FPGA design to the
FPGA PROM. The FPGA design is transmitted in JTAG protocol from
MUuTRG-MRG via an optical cable and written to the PROM
3 2 [12]. The design is loaded to the FPGA automatically when
\ MuTRG-ADTX power is turned on.
am CLK In
Bg:pﬁlfj& FFo 2.5. Production and installation
(Asynchronous) Then mass production of MUTRG-ADTX boards were car-
6X . S ried out in Japan, then they were shipped to BNL. All 400
c| - boards, including 10 % spare boards, were tested both at
s 8 RIKEN, Japan and BNL, US before installation using test pulse.
> E The items examined by the test are listed below.
Beam Clock Low Jitter Clock ﬂ|= SH 4‘ ° 2‘ ' e Gain reduction on MuTr-FEE
(~9.4MHz) (60MHz) CE.

Channel-by-channel cross talk

Fake hit rate

Figure 10: The block diagram of the logic of the data reformat in the FPGA.
The 64-bit input signal transmitted to the register is divided into four packets
by the clock of 56.6 MHz (6x RHIC beam clock). These four packets are

transmitted to the FIFO with 5th packet (beam clock counter (8+biithard ID . .
(8-bit)) by the same clock. Then, those packets are read out asynchronously by ® Slow control (reset* threshold setting, PROM conflgura-

the crystal clock of 60 MHz. This asynchronous process switches the operating tion)
clock from the beam clock to the crystal clock and enable us to operate the
TLK1501 located at the downstream of the FPGA. The 6th packet (C.E.) ifailure was detected in 13 boards out of 400 boards in total by

added at the input of the FIFO by 56.6 MHz. this test. Most of the failure mode include broken chip and sol-
dering failure. Finally all boards passed the examination after

transmitted from MUTRG-MRG via optical cables to preventfixing the problem.

possible noise source for the analog signal. CPLD serves an The board production were performed in two periods de-
important role in slow control and receives 16-bit control signalPe€nding on the installation schedule. MUTRG-ADTX were in-
via TLK1501 (Fig. 9). There are two categories of slow controlStalled during RHIC shutdown period in 2008 for the North
mode. The first one is targeting the FPGA and the second orfduTr and in 2009 for the South MuTr. The installation was

is targeting the PROM. The target device is identified in cPLDcarefully performed not to damage existing system and to
based on a few digits from MSB (Most Significant Bit) of the avoid mis-cabling because we had to disconnect cables between

Efficiency

received 16-bit. MuTr and existing MuTr-FEE to attach MUTRG-ADTX. We
The first category of the slow control includes two writing &S0 checked noise on MuTr-FEE, which directljeat posi-
modes and contents are the following; tion resolution of MuTr. After the installation we examined
the MUTRG-ADTX performance with calibration pulse by con-
» Data transfer mode trolling them using MUTRG-MRG and confirmed all boards
o FPGA reset worked properly.

Test pulse transfer mode
3. MUTRG-ADTX performance

Writing test pulse pattern
The performance of MUTRG-ADTX can be separated into

Threshold loading two components; (1) Impact on the existing MuTr-FEE and (2)
Performance of MUTRG-ADTX itself. We evaluated the per-
formance of MUTRG-ADTX in several test experiments with
Data transfer mode activates the FPGA function and hit dat@eam as well as with cosmic ray and test pulse at a test bench.
sentto MUTRG-ADTX is transmitted to MUTRG-MRG. FPGA The results in the following sections include those from such
reset mode initializes the modules in the FPGA (register, beamarious measurements. Here are the list of such measurements.
clock counter, PLL, FIFO). Test pulse transfer mode is useful

for debugging purpose. It generates pre-programmed signal in- ® Test bench at Kyoto University and RIKEN with test
ternally which enables us to test the digital part of MUTRG- ~ chamber

ADTX without having the signal input from the analog part.
The test pulse patterns are also written in RAMs inside the
FPGA like the threshold values and up to 4 patterns of 64-bit ¢ A cosmic ray test at PHENIX in 2007

can be stored at most. The detail of the threshold setting is de-

scribed in Section 2.3. e A beam test at PHENIX in 2008 (200 Gg¥p collision)

Writing threshold values

e An electron beam test at Tohoku University in 2006



e A beam test at PHENIX in 2009 (500 Gg¥p collision)

e Abeam test at PHENIX in 2010 (200 GaVAu-Au colli- 1600
sion) 1400

1200

Counts

e A beam test at PHENIX in 2011 (500 Gg¥p collision)
1000

Since the development of MUTRG-ADTX had been in progress 800
the MUTRG-ADTX boards used in those measurements wer g,
not identical. The development of the board started with analo
and digital part separately to avoid possible noise from digita
part to analog part and to make easier to figure out the sour¢ 2%
of the problem. The board of analog and digital part is namet o T o R 0
as MUTRG-AD and MUuTRG-TX, respectively. Based on the ADC channel
first measurement at the PHENIX detector and confirmation
that digital part didn’'t &ect the performance of analog part,
a significant upgrade of combining analog and digital part was Figure 12: Typical ADC distribution of peak strips.
decided between two measurements in 2007 and 2008. The fi-
nal design was fixed after the test measurements in 2008.

400

3.1.2. Charge gain reduction
As described in Section 2.1, MUuTRG-ADTX consumes

3.1. Impact on the existing MuTr-FEE about 5 % of the signal charge. As a consequence the gain for
the particle energy deposit is reduced at the input of MuTr-FEE.
3.1.1. MIP distribution It causes that noise fluctuation becomes relatively larger com-

MuTr readout system records four ADC sample for each sig—paer to signal. We will discuss degradation of performance
nal as shown in Fig. 11. By fitting the four points to quadraticque to increased noise level in Section 3.1.3. Another concern

function, pulse height and signal timing can be extraéted.'> strip.-depen'dent vqriety of 9‘?“” reduction. Becagse posit'ion
Fig. 12 shows typical pulse height distribution for the Cath_of particle trajectory is determined by profile of strip-by-strip

ode strips measuring maximum charge in clusters (peak strip harge deposit, gain non-uniformity could result in degradation

The distribution shows Landau distribution and the typical mos ;.?grsr:qt!?n.;izﬂzg?;é Sltzgﬁggt.snp”nlgéplii Sulghsaimsnton:
probable value (MPV) is 150 channel in ADC. uni ! y caiibration pu'se. Fg. WS byp

ical pulse height reduction by MUTRG-ADTX installation and
measured using calibration pulse. The gain on MuTr-FEE is
reduced to be about 90 % in average. The gain reduction us-
ing cosmic ray was also measured at the test in 2007 and was
94 %. The reason of gain reductiorffdrence between calibra-
tion pulse data and cosmic ray data is supposed to be due to
frequency dependence of op-amp gain arftedent frequency
component of calibration pulse and cosmic ray. Variety of the
gain reduction over strips turns out to be less than 1 % in sigma
based on Fig. 13. If the variety is considered as background
noise, the corresponding noise level which is discussed in Sec-
tion 3.1.3 is estimated to be much smaller than 1 %, expecting
that the calibration with MUTRG-ADTX installed correct the
gain reduction variety. Based on Fig. 15, thi$eet is stfi-
ciently small.

g 1w/ @ £ 1250¢ 50003/ Stop t -100%

Edge Trigger Menu
© Soures = Sloge 3.1.3. Noise level
Installing MUTRG-ADTX is equivalent to inserting addi-
_ . _ o tional capacitance in view from existing MuTr-FEE. It causes
Figure 11: MuTr-FEE raw signal. The amplitudes indicated by arrows areincrease of noise on MuTr-FEE which results in degradation
digitized and recorded. The location of arrow is 1, 6, 7, and 8 in the unit of . . S .
beam clock. of position resolution, therefore it is important to keep noise
level as low as possible. Fig. 14 shows the pedestal RMS dis-

tribution on MuTr-FEE before and after installing the MUTRG-
AD board. The distribution is supposed to represent the size

2Actually, current MuTr diline reconstruction code does not perform fitting ©f Noise. By ”j‘Sta_”mg MUTRG-AD, noise mcreasgd by ?bOUt
but using average of latter three points for the pulse height. 30 %. The noise increase is smaller at longer strips region be-




Fig. 15 and we decided the noise level achieved to thiecgnt
value. Because the noise level is defined as the noise divided by
the signal height, we can improve it by increasing signal pulse
height. Raising high voltage of MuTr by 25 V on average can
compensate for the 30 % increase of the noise level.

14 Mean  0.8915 + 0.0007

Counts

12 Sigma  0.0062 + 0.0006
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Figure 13: Pulse height reduction on MuTr-FEE by installing MUTRG-ADTX. L
Each entry corresponds to the measurement for a strip. Data from a certa 190~
cathode plane in Station-1 as a typical case. F
e e e
805 05 1 15 2 25 3

. .. . Noise level (%)
cause longer strips have originally larger capacitance and rela-

tive increase of capacitance due to MUTRG-ADTX installation

is small. Figure 15: Position resolution as a function of noise level. The data were mea-
sured with electron test beam at Tohoku University in 2006, at which MUTRG-
ADTX was separated into analog (AD) and digital (TX) part, and only the

20 MuTRG-AD board are used in this measurements. The position resolution in

Counts

18
16
14

A | w/o MuTRG-AD
(mean=1.22)

~__w/ MuTRG-AD
(mean=1.64)

the plot includes resolution of 50 um from reference detector of Silicone Strip
Detector. Three data sets of without MUTRG-AD, with MUTRG-ADsffe =

100 pF) and with MUTRG-AD (&t = 30 pF) are displayed together. (The
Cspiit Of production version is 56 pF.) No significantfdirence between data

sets are observed.

12

3.1.4. Signal timing

=
(=]
ATTT‘TTT‘HT‘TTT‘TTT‘TTT‘TTT‘TTT‘TTT‘TTT

Z Because of small input capacitance of 56 pF in MUTRG-
ADTX, higher frequency current component of the signal
4 charge, mostly rising part, is selectively filtered and processed
2 P el into MUTRG-ADTX. As a consequence, the signal peak tim-
otk i bl L L L ing on MuTr-FEE is delayed due to smeared rising. The tim-
ADC channel

ing distributions of the signal peak on MuTr-FEE between with
and without the MUTRG-AD board installed are compared in
Fig. 16. The timing shifts by about one beam clock.

Figure 14: Distribution of the pedestal RMS on MuTr-FEE measured at the test Because MUTRG-ADTX was installed in only non-stereo
experiment in 2007. Each entry of histograms corresponds to the measurement

for a strip. The histograms with dashed line and solid line were measured befofedthode plane but t.he adjustment knob of the trigger timing.for
and after installing MUTRG-AD board, respectively. MuTr-FEE readout is common over all cathodes in each station,

the trigger timing can not be optimized for all cathode plane.

Finally position resolution can be evaluated using noise td-or this reason, we need to evaluate strip-by-strip gain varia-
signal ratio. We name noise level as the ratio of noise dividedion due to unoptimized signal timing, though such variation
by signal pulse height. Fig. 15 shows position resolution as &an be canceled by calibration using test pulse to a certain de-
function of noise level measured in the electron beam test exgree. Fig. 17 shows ratio of pulse height on MuTr-FEE with ar-
periment in 2006. The impact of noise increase on the positiotificial timing shift divided by that with optimized timing. Both
resolution is described only by noise level and is independerthe average gain shift and the strip-to-strip variation due to the
from the installation of the MuTRG-AD board. Based on this signal timing shift of one beam clock are smaller than 1 % and
results, we concluded that the degradation of the position resan be ignored compared with noise on MuTr-FEE.
olution by installing MUTRG-ADTX can be evaluated using a
parameter of the noise level. After installing MuTRG-ADTX 3.2. Performance of MUTRG-ADTX
boards, the noise level became about 1.1 %, which38 % In this section, we concentrate on evaluating the performance
increase compared to before installation. This noise level comf MUTRG-ADTX itself. MUTRG-ADTX has capability of se-
responds to the position resolution of about 10 based on lecting CFD or LED. In this section, the measurement was done
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Figure 16: Timing distribution of the MuTr-FEE signal. Solid and dashed line Figure 18: Fake hit rate as a function of threshold for a typical strip. Measure-
show results of measurements with and without MUTRG-AD installed, respecment was performed with beam test at PHENIX in 2008.
tively. This measurements were performed with cosmic ray in 2007.

3.2.2. Hyiciency of each cathode plane
35 Important performance of MUTRG-ADTX isfiéciency be-
cause its degradation directly causedfingency of the trigger.
Fig. 19 shows fiiciency turn-on curve for single cathode plane
as a function of ADC measured by MuTr-FEE readout. Peak
strips of clusters are picked up for the calculation. Thieien-
cies at plateau achieved to be more than 90 % and the turn-on
point is typically 60 channel in ADC when threshold of 30 mV
is applied. The major source of the ffieiency at the plateau is
timing cut of three beam clocks. Comparing to MPV~df50
channel in ADC distribution, the turn-on point isfBaiently
small. Overall &iciency for the ADC distribution of the peak
strip is about 90 %. Because MUTRG-ADTX was installed in

Entry

30

25

20

15

10

5

TTT‘TTTT‘TTTT‘TTTT‘TTTT‘TTTT‘TTTT

PTER ST I

P P TR B |
0985 099 0995 1 1005 1.01 three planes for Station-1, and two planes for Station-2 and 3,

N A L
(9.97 0.975 0.98
Gain reduction ratio . .

the dficiency is expected to be more than 99 % when we re-

quire OR of planes. When we require hits in two planes out of
Figure 17: Ratio of signal pulse height on MuTr-FEE with artificial iming three planes for Station-1, théiieiency is expected to be more

shift divided by that with optimized timing. Calibration pulse is used for the than 97 %.
measurements. The distributions are integral of all strips in a octant. Filled
histogram, unfilled histogram with solid line and unfilled histogram with dashed
line were measured with 1, 2 and 3 beam clock delay, respectively.

Efficiency

with CFD unless otherwise noted. We will compare CFD and
LED in Section 3.2.4.

MR

3.2.1. Fake hit rate

Fake hits caused by noise are preferred to be as small as pc
sible because they can produce fake trigger due to random coi
cidence of 3 stations or random coincidence with beam-relate
background. Fig. 18 shows fake hit rate as a function of thresk
old for a typical single strip. The fake hit rate becomes expo-
nentially reduced by increasing threshold. The fake hit rates are
slightly higher in the region where longer strips are because the
the noise are coupled to the size of the capacitance. Based eRure 19: Typical ficiency of MUTRG-ADTX for a single cathode plane as a
GEANT simulation, it turns out that the trigger rejection power function of ADC measured by MuTr-FEE. Threshold of 30 mV was applied.
is kept for the random fake hit rate up to 100 kHz.

Eff. at plateau  0.941+ 0.0018
Turn-on Mean 55.9+2.78
Turn-on Sigma 375+5.24

A S T N SN S S SN S SO SN NN ST SR |
200 400 600 800 1000
ADC channel
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3.2.3. Signal timing 3.2.4. Performance flference of CFD and LED

We adopted LED instead of CFD in the measurement at the

Fig. 20 shows timing distribution of MUTRG measured with 011 RHIC Run b he f . N ferabl
cosmic ray as well as beam collisions at RHIC. The results fronT un because the faster trigger timing is preferable

cosmic ray data and beam data are consistent with each oth&} install MUTRG to the PHENIX trigger system. We evalu-

MUTRG alone can not determine a beam crossing at which cof'zlte the performance ffierence between CFD and LED in this

lision occurs because the timing resolution is over the interva?ecuon' The demerits of LED are time walifext and degra-

of the beam crossings of 106 nsec. MUTRG system works & ation of t_iming resolution. _Fig. 21 shows MuTRG hit timing
trigger by making AND with other trigger with good timing as a function of ADC. The time walkfiect of about one beam

resolution. BBC at low luminosity condition or RPC can pro- CIOCk.'S .ob.ser\./ed in the measurement with LED' The RMS of

; ; L the hit timing is about one beam clock and is better in CFD
vide the trigger timing. i

by ~0.1 beam clock than LED. When we applied three beam

clock acceptance window for the trigger, the degradation of the
efficiency in LED is a few % compared to CFD.
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Figure 20: The signal timing of MUTRG-FEE measured with cosmic ray as
well as beam. CFD is adopted in these measurements. The histogram with solid

line and filled with gray color was obtained in the cosmic ray measurements ifrigure 21: Pulse height dependence of the hit timing of MUTRG-FEE. ADC
2007. The unfilled histogram with solid line is obtained by binning the originaljs measured by MuTr-FEE. The time zero of the vertical axis is arbitrary, but
histogram of cosmic ray data with width of the beam clock of 106 nsec. Thepffset of three beam clocks is added between two data sets. The center line and

histogram with dashed line was obtained in the beam test at PHENIX in 2009he band indicate mean value and RMS of the timing distribution, respectively.
The binning for the histogram of cosmic ray data is performed to be the best

match with the beam data.

. . . . 4. MUuTRG-MRG board and MuTRG-DCMIF board
Depending on the timing resolution, the timing acceptance

V\r/lindor\:v hss to bg open widely to Iaghieve higﬁcéengl/: Orf1 h A snapshot of the strip hits at each beam clock tick is
the other hand, wider window would increase probability of they,y oy anq transferred to the data merger board (MuTRG-MRG,

fake trigger due to accidental coincidence. Based on Fig. 20, t ig. 22). The MUTRG-MRG board receives data from the
efficiency for a single hit of MUTRG achieve to 93 % at plateauMull'RG:ADTX boards at a rate of 1.2 Gbps. After merging

in case 9f the timing window of thr(,ee beam clocks, which Weand reformatting data from multiple MUuTRG-ADTX boards,
6'1p'p|led in the 2011 RHIC Run. It's to be. noted that the_ef'the MuTRG-MRG board sends hit data, sorted by strip number,
ficiency becomes more tha_m 99 % by taking OR of m“'“p'?to the LL1 module at a rate of 2.8 Gbps for the Level-1 trigger
cathode planes. Thg resulting performance of MUTRG-FEE iNecision.
the 2011 RHIC Run is shown in Section 5. The MUuTRG-MRG also sends data to the DCM through an
To maximize #éiciency with given width of the timing ac- interface board (MuTRG-DCMIF, Fig. 27) upon a Level-1 trig-
ceptance window, fine tuning of the location of the window canger accept signal from the PHENIX granule timing module
be performed. However, because the location of the window i§GTM).[7]. The MuTRG-DCMIF board combines triggered
synchronized with the beam clock, its optimization also causedata from eight MUTRG-MRG boards, and sends them to the
shift of the beam clock phase in MUTRG-ADTX. For this rea- DCM. The data recorded by the DCM is to be used to monitor
son, the phase can not be optional freely, but there are timend diagnose the trigger electronics in onlof&ine analyses.
ing constraint between MUTRG-ADTX and downstream elec- The beam clock and other control signals from the GTM are
tronics such as MUTRG-MRG and LL1 module. The beamreceived by the MUTRG-DCMIF board. The MUTRG-DCMIF
clock phase for MUTRG-ADTX is optimized satisfying the con- board distributes the control signals (beam clock, Level-1 trig-
straint. ger accept, mode bits) to MUTRG-MRG boards. The MUTRG-
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MRG boards then distributes the control signals (mode bits) to e Transmits the identical hit patterns as which are sent to

MuTRG-ADTX boards. LL1 module to PHENIX main data stream as well via
The MUTRG-MRG and MuTRG-DCMIF boards have an MuTRG-DCMIF for ofline analysis.

interface with the VME bus (A24D16) through the VME J1

backplane. Seven bits in the VME address space are used to® Controls MUTRG-ADTX boards remotely.

identify the board in the VME bus. Another seventeen ad4n order to satisfy the capability of multiple functions re-

dress bits are used to address internal registers in MUTRGyuired as above, a FPGA (XC3S4088G900C, Xilinx) was

MRG and MuTRG-DCMIF boards. Slow control signals to employed. Detail design of the FPGA is mentioned in Sec-

MUTRG-MRG and MuTRG-DCMIF boards are passed throughtion 4.1.2.

the VME bus by writing onto internal registers. The slow con-  As Fig. 22 shows, MUTRG-MRG has followingQ chan-

trol signals are provided to the MUTRG-ADTX board with a nels.

1.2 Gbps serial link. The MUTRG-MRG board is used to inter-

face the VME bus to the serial link for the slow-control of the ® 10 optical transceiver channels for connection with

MuTRG-ADTX boards. MuTRG-ADTX.
The MUTRG-MRG and MuTRG-DCMIF boards are in- 4 ap optical transceiver channel for connection with LL1
stalled in 9U VME sub-racks in the rack room. Two VME sub- module.

racks are used to cover each muon arm. Each VME sub-rack ac-

commodates sixteen MUTRG-MRG boards and two MuTRG- ¢ A modular connector for connection with MuTRG-
DCMIF boards. The VME sub-rack is controlled by the single DCMIF.

board computer board (MVME2300). Hardware specifications
of MUTRG-MRG and DCMIF boards are given in Table 4. De-
tail of the MUTRG-MRG and MuTRG-DCMIF boards are de- On the top of the front panel, 9 LEDs are implemented as error

e A connector for connection with VME bus.

scribed in following sections. indicators for diagnoses of some common failures. MUTRG-
MRG can be controlled through VME64x. MUTRG-MRG re-

4.1. MUTRG-MRG board quires 3.3 V power input. The power line generates about 4.3 A

4.1.1. Design of current in normal operation. The dimensions of MUTRG-

MRG is 9U (400 mm) in height, 160 mm in depth and 1.6 mm
in thickness. The 9U height is determined to meet a spatial
requirement for the/O channels on the front panel of MUTRG-
MRG. The FPGA has 7120 pins (ball-grid-array, BGA pack-
age) and most of them are in use. The circuit board is com-
posed of 10 layers because of a requirement of the connections
of electronic wires with the many® channels on FPGA.

ADTX z Since MUTRG-MRG has high speed signal lines, the layout

(1.2Gbp 3 of chips and modules and the signal wiring on MUTRG-MRG
are to be concerned. High speed lines on MUTRG-MRG are

LL1 2.8 Gbps serial signal lines, between TLK3101 (Texas Instru-

(2.8Gbp ments) and an optical driver for the transmission to LL1 mod-

ule, and 140 MHz 18-bit parallel lines, between FPGA and

TLK3101. Even little impedance mismatching in these lines

(1?;;0 causes distortions of the signals. Also ringing due to incor-
' rect termination should be minimized since rising times of the
DCMIE signals are very fast. Taking into account these concerns, the
(244Mbps) FPGA, the TLK3101 and the optical driver are arranged as

close to each other as possible as Fig. 22 shows, and all edges
Figure 22: MUTRG-MRG board in corners of the rapid signal lines are made smooth for the
impedance matching.

MuUTRG-MRG is a module to transmit hit patterns from 4.1.2. Data handling and data format
MuTRG-ADTX to LL1 module and MuTRG-DCMIF. Fig. 22 MUTRG-MRG produces a 192-bit hit pattern from the
shows MUTRG-MRG board. Main roles of MUTRG-MRG are MUTRG-ADTX data as Fig. 23 shows. MuTRG-MRG re-
the following. ceives the data coming from MuTRG-ADTX boards by us-
e Receives the data from MUuTRG-ADTX and extracts hitir_1g transceiver chips_, TLK1_501' Each TLK1501 receiv_e S S€-
patterns from them. rial data at an fective §er|al rate of 1.2 prs, prpwdmg
960 Mbps of data bandwidth, and decodes it to 16-bit parallel
e Transmits the extracted hit patterns to LL1 module to gendata at a rate of 60 MHz. These parallel data include infor-
erate Level-1 trigger signals for high-momentum tracks. mation of hit patterns of MuTr and event counter values that
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Table 4: Specifications of MUTRG-MRG and MuTRG-DCMIF

MuTRG-MRG
Number of modules 64 (32 per arm)
I/O 10 (1.2 Gpbs optical link to MUTRG-ADTX)

1 (2.8 Gpbs optical link to LL1 board)
1 (0.2 Gpbs serial link to MUTRG-DCMIF)

Size VME 9U (160 mm depth)

\oltage +3.3V

Power consumption ~4.3 A (in normal operation)
MuTRG-DCMIF

Number of modules 8 (4 per arm)

1/0 8 (1.2 Gpbs optical link to MUTRG-MRG)

1 (1.6 Gpbs serial link to DCM)
1 (0.2 Gpbs optical link to GTM)
Size VME 9U (160 mm depth)
\oltage +3.3V,+5.0V
Power consumption ~1.2 A(+3.3V),~0.5 A(+5.0 V)
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Figure 23: Block diagram of data flow in MUTRG-MRG board from transceiver chips (TLK1501), which receive MUTRG-ADTX data, to completion of hit data
extraction. The first asynchronous FIFO synchronize the data with beam collision frequency (9.4 MHz).

inform the MUTRG-MRG board from which collision the event mission. Therefore the FPGA synchronizes all the data from
comes. These counter values are adjusted by a simultaneoMiiTRG-ADTX as follows. When reset signals for MUTRG-
reset of MUTRG-ADTX so that all data from a same colli- ADTX are released and the first data from these boards reach to
sion are tagged by an identical event counter value. Fig. 2the FPGA on MuTRG-MRG, memories of all first-in-first-out
shows a block diagram of hit pattern extraction in MUuTRG-(FIFO) are empty and not read yet. The readouts of the FIFO
MRG. Parallel data from all MUTRG-ADTX boards are sent memories starts simultaneously right after the all first data are
to FPGA. They are not synchronized because each MuTRGwritten on the memories. Then the outputs of the memories are
ADTX uses an independent internal clock for the data transeompletely synchronized by a read clock with a RHIC beam
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clock of 9.4 MHz. MRG transmits hit patterns for several beam clocks around an
The MUuTRG-ADTX boards are installed in three planes ofevent associated with the trigger to MUTRG-DCMIF. The size
MuTr for Station-1, and two planes for Station-2 and 3. Theof the tolerance window of the transmitted data can be set to
hit patterns of three or two MuTr planes are extracted froma range from 1 to 7 beam clocks through VME. As Fig. 25(b)
the synchronized data in the FPGA. MUTRG-MRG merges theshows, an event liier in Fig. 25(a) has event registers to store
data from multiple cathode planes by taking/RD for strips  the hit patterns of consecutivecollisions, wheren (=1 — 7)
which cover same acceptance. This merging scheme is optionapresents the number of the beam clocks of the window. Two
and can be controlled through VME to optimize tieaéency = multiplexers converts these hit patterns into an array of 16-bit
and the fake hit rate. For Station-1, intermediate setting oflata packets at a rate of 9.4 MHz. These data packets are writ-
AND2 which requires two hits out of three planes can be seten to FIFO.
lected. MUTRG-MRG can also force any channels to fire and At last, MUTRG-MRG adds 8-bit information data such as
the function is useful to diagnose a source of problems in thelata number, data type flag and error flag to these 16-bit data
operation. packets to reformat them to 24-bit data packet array. After
MuTRG-MRG transmits the merged hit pattern to LL1 mod- adding a packet of the trigger counter value as a header, the
ule. Fig. 24 shows the diagram of the transmission. MuTRG+#ata packet array is sent to a transmitter chip, DS99R105 (Na-
MRG converts the hit pattern into an array of 16-bit data packtional Semiconductor), at a rate of 9.4 MHz. They are encoded
ets and adds a counter packet including a counter value, an lidto a serial signal with anfiective serial rate of 244 Mbps,
number of the MUTRG-MRG board and an error bit, on theproviding 226 Mbps of data bandwidth. The signals are sent to
front of the array as a header. The array of the packets are seMiuTRG-DCMIF through a category-6 Ethernet cable.
and written to asynchronous FIFO at a rate 0.4 MHz and
read with 140 MHz oscillator clock. The data read out from4.1.3. Control signals for MUTRG-MRG and MUTRG-ADTX
the FIFO are sent to a transceiver chip, TLK3101 (Texas In- MuTRG-MRG requires various kinds of control signals from
struments), toward the LL1 module. The TLK3101 encodes th#luTRG-DCMIF and VME-bus. The required signals are fol-
data into a serial signal at aiffective serial rate of 2.8 Gbps, lowing.
providing 2.24 Gbps of data bandwidth. The encoded signal )
are transmitted to the LL1 module via an optical driver. Asa * Reset of registers .. MUTRG-DCMIF +VME)
consequence of above processes, MUTRG-MRG requires 230 -4 Reset for a phase-locked loop (PLL) on FPGA ...
300 nsec data-processing time between the output of TLK1501  (MyTRG-DCMIF +VME)
and the input of TLK3101.
When MUTRG-MRG receives a PHENIX Level-1 trigger, * Commands for MUTRG-ADTX control (DAQ start, reset,
MuTRG-MRG transmits hit patterns associated with the colli-  running mode setting) .. MUTRG-DCMIF +VME)
sion that generated the trigger to MUTRG-DCMIF which trans- . .
mits the data to DCM. Fig. 25(a) shows scheme of the transmis- * Trigger signal ... IUTRG-DCMIF )
sion to MUTRG-DCMIF. After MUTRG-MRG transmits a hit e Configuration signal for FPGA and PROM on MuTRG-
pattern to the LL1 module, MUTRG-MRG has to wait for about MRG ... VME)
3 usec until Level-1 trigger decision will be performed and
the trigger accept signal will arrive at MUTRG-MRG. There- ® Setting of the latency valde.. (VME)
fore MUTRG.'MRG has afunctipln .to mem(.)rizes.the hit pattern | Setting of the required number of hits (¥ND) in MuTr
in every collision for 13usec utilizing a shift register. At the cathode planes ..VME)
Level-1 trigger reception, MUTRG-MRG recalls a hit pattern on
a corresponding depth of the shift register. This depth is called ¢ Commands for MUTRG-ADTX setting (threshold, FPGA
"latency” and should be fixed during data taking. The latency and PROM configuration) ..VME )

can be adjusted with VME access so that the recalled pattern

is correctly associated with the collision which generated thel "€Se control signals are sent from MuTRG-DCMIF and VME.
Level-1 trigger. The contents in the parentheses at the end of each sentence

It is technically dificult to transmit all hit data associ- SNOWS which module sends the signal to MUTRG-MRG. A

ated with a trigger to the downstream MuTRG-DCMIF within 9.4 MHz beam cloc_k signalt W_hiCh is essential for MUTRG-
106 nsec interval of the beam clock cycle. Therefore, multiplévIRG data process, is also distributed from MUTRG-DCMIF.

event bifers are employed on MUTRG-MRG. The number of AS MUTRG-DCMIF controls MuTRG-MRG, MUTRG-
the bufers is eight so that up to consecutive eight Level-1 trig-MIRG also controls MUTRG-ADTX. Since it is not easy to ac-

gers can be handled with thefters. Because current PHENIX €€SS physically to the volume of MuTr where MUTRG-ADTX

DAQ has up to five event lfters and it means the maximum are installed, this remote control system for MUTRG-ADTX is
number of consecutive triggers coming to MUTRG-MRG isas important as the data process for the MUTRG-FEE system.

five, the eight event kters in MUTRG-MRG are enough size MUuTRG-MRG has following control functions for MUTRG-
to process the data in the PHENIX data taking system. InnefDTX.

structure of each event fiar is shown in Fig. 25(b). To evalu-
ate performance of MUTRG-FEE irffine analysis, MUTRG- 3The meaning of the latency is mentioned in Section 4.1.2.
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Figure 24: Block diagram of data flow of extracted 192-bit hit pattern in MUTRG-MRG board to a transceiver chip (TLK3101), which encodes the pattern to a
2.8 Gbps serial signal.

Start of the data transmission

Reset of registers

Reset for a phase-locked loop (PLL) on FPGA

Setting of threshold voltages for the hit decisions

CFD and LED mode selection

Configuration signal of FPGA and PROM

Acquisition of a board ID number

MUTRG-MRG sends these control signals to MUTRG-ADTX
with transceiver chips, TLK1501.

4.1.4. Error handling

If some errors happen on MUTRG-MRG, MUTRG-MRG in-
dicates the errors with 9 LEDs on the front panel. MuTRG-
MRG also sends error signals to LL1 module and MuTRG-
DCMIF. The errors are memorized on registers in FPGA andrigure 26: Status indicators on the front panel of MUTRG-MRG. The top 6
can be read through VME readout bus Fig 26 shows a pi |_EDs are for power monitoring. The middle 9 LEDs are error indicators. Ta-

2. : ’ . ble 5 shows symptoms these LEDs indicate.

ture of the status indicators and table 5 shows corresponding
symptoms. These indicators help to diagnose any problems on
MuTRG-MRG. Some important parts of the error information
are sent to DCM through MUTRG-DCMIF together with hit

data. Table 5: Symptoms corresponding to LEDs shown in Fig. 26
LED # symptom
4.2. MUTRG-DCMIF board LEDO ADTX-MRG link error
LED 1 error propagation from ADTX
i LED 2 clock counter inconsistency
42.1. Design LED 3 FIFO full error

MUTRG-DCMIF is an essential board to transmit hitpatterns  |epa FIFO (ADTX interface) unexpected empty
to DCM at trigger reception for data collection. Fig. 27 shows LED5 FIFO (DCMIF interface) unexpected empty

a picture of the MUTRG-DCMIF board. MUTRG-DCMIF has LED 6 no process running
following main roles. LED 7 Digital Clock Manager unlock
e To transmit hit patterns at trigger decision to DCM to LOCK MRG-DCMIF link error

record the hit patterns.

e To distribute timing signals to MUTRG-MRG, for exam-
ple the beam clock, a trigger signal and several kinds ofAs well as MUTRG-MRG, MuTRG-DCMIF merges many in-
control signals for MUTRG-MRG and MUTRG-ADTX. put data. In this point of view, the basic concept of MUTRG-
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(a) data flow diagram for data transmission to MUTRG-DCMIF in MUTRG-MRG
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Figure 25: (a) Block diagram of transmission of extracted 192-bit hit pattern in MUTRG-MRG board to a transmitter chip (DS99R105), which transmits the data tc
MuTRG-DCMIF. (b) Block diagram of the event fiar in the figure (a).

DCMIF design is same as MUTRG-MRG. The same FPGAnels.
as MUTRG-MRG, namely XC3S400BFG900C (Xilinx), is
employed on MuTRG-DCMIF. MuTRG-DCMIF is controlled
through VMEG4x. MUTRG-DCMIF requires 3.3V and 5.0V e An optical transmitter channel for connection with DCM.
power input. The 3.3 V and 5.0 V power lines generate about
1.2 Aand 0.5 A of current respectively. Dimension of MUTRG-
DCMIF is 9U (400 mm)x 160 mmx 1.6 mm. The dimension e A connector for connection with VME bus.

is optimized by the spatial requirement of the front panel and

the production cost. The circuit board composed of 10 layerg.2.2. Data format

because of the connection between signal wires and mi@ny | ~ As mentioned in the previous section, MUTRG-MRG sends
channels on FPGA. MuTRG-DCMIF has followingd chan-  a serial signal including hit pattern information and a trigger
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e 8 modular connectors for connection with MUTRG-MRG.

e An optical receiver channel for connection with GTM.
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Figure 28: Block diagram of data flow in MuTRG-DCMIF board.

Figure 27: the MUTRG-DCMIF board

counter value with anfeective rate of 244 MHz. MuTRG-

DCMIF receives the serial signals from eight MUTRG-MRG
boards, which correspond to the hit information for two octants
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of MuTr, by using eight receiver chips, DS99R106 (National
Semiconductor). The eight DS99R106 decode the signals into
arrays of 24-bit data packets at a rate of 9.4 MHz. The arrays
are same as those before the encoding on MUTRG-MRG by
DS99R105. These decoded data arrays are sent to FPGA on
MuTRG-DCMIF, in which these packets are written to FIFO
memories. After a readout controller confirms that all FIFO
have valid data, readout of the written data starts. In the read
process, a multiplexer aligns output data packets in a fixed for-
mat explained in the following.

At first, 16-bit trigger counter values are read from all FIFO
and compared with each other in FPGA to confirm their consis-
tency. If inconsistency is found in the values, an error flag is is-
sued. The multiplexer transmits the trigger counter value as the
first packet of output data. Following the trigger counter packet,
the multiplexer consecutively sends other four header packets
including additional event and module information. The header
packets consist of following information.

e Atrigger counter packet, which counts an event number.

¢ Aflag packet, which is not used in this system and fixed to
Oxftff. It's reserved for a future use.

e A detector ID packet, which notifies whether the data
comes from the North arm or the South arm.



e A module address packet, which indicates an ID numbefrom each channel of MUTRG-ADTX. The basic idea to select
of the MUTRG-DCMIF board. high-momentum muons is to find a straight trajectory originated
o in the collision point from the hits from MUTRG-ADTX. There
* A clock counter, which indicates a beam-clock counteryre several parameters to optimize the trigger performance and
value at the trigger reception. they are summarized below. The order of the items corresponds

After these header packets, the multiplexer reads hit data paci @ctual order of the operation. Detailed explanation is pro-

ets from the FIFO with changing their order according to a suitvided in the following sections.

able format. The size of the data for each event becomes 2 oc- 1 Threshold for the pulse height. To be balanced between the

tantsx ( 96 strips for Station-1+ 192 strips for Station-2- level of noise and signal pulse height. See Section 3.2.1
320 strips for Station-33 76 packets, where 1 packetl6-bit. and 3.2.2.

At last, following trailers are added on the hit data packets to
complete making an output data array. 2 CFD or LED. See Section 3.2.4

¢ Error packets, which indicate error flags on MUTRG-MRG 3 Timing window (LL1 width). See Section 5.1.1.

and MuTRG-DCMIF. o . ;
4 OR/AND of hits in multiple cathode planes in the same

e Longitudinal parity packet, which indicates longitudinal station. See Section 5.1.2.
parity of all the packets in the event data. This value is

compared in DCM to confirm successful transmission. 5 Clustering ofoff. See Section 5.1.3.

6 Trigger map (acceptance window and sagitta). See Sec-

As a result, the number of packets in the array for single trigger tion 5.1.4.

is 5 (header} 76 xn (data)+ 2 (trailer), wheren is the size of

the beam clock window for which events are transmitted.
Each data packet of the array is written to latter asynchronous High Momentum

FIFO at a rate of 9.4x 12 MHz. The written packets are Muons

read with 80 MHz oscillator clock and sent to a transmitter, Beam

TLK2501(Texas Instruments). The TLK2501 encodes the 16- N \ﬁ T

bit data packets into a serial signal with dfeetive serial rate \\

of 1.6 Gbps, providing 1.28 Gbps of data bandwidth. The serial MulD

signal are sent to DCM via an optical driver.

4.2.3. Control signals for MUTRG-DCMIF AcC ceptance Window
Timing control signals for MUTRG-FEE system is originally St3 | |
generated by GTM. A serial sighal from GTM is decoded with
a deserializer chip, HDMP1024 (Hewlett Packard), into a col-
lection of control signals. Main signals used in MUTRG-FEE
system are the beam-clock signal, trigger accept signal and sev- St2 [

eral mode bit signals. The mode bit signals are translated into 2 planes \1:

Astrip

MuTr

reset signals for MUTRG-DCMIF, MuTRG-MRG and MuTRG- B O
ADTX on the FPGA. These signals are distributed to MUTRG- St1
MRG through category-6 Ethernet cables.

As well as MUTRG-MRG, MuTRG-DCMIF is also con-
trolled through VME bus. The control signals through VME

bus play following roles.

3 planes

Various
Collision
Points

e Reset for registers
e Reset for a phase-locked loop (PLL)
e Configuration of FPGA and CPLD on MuTRG-DCMIF

e Setting of the number of transmitted events for each trigger Figure 29: Explanatory drawing for the trigger logic.

5. Muon Trigger Performance
_ _ 5.1.1. Timing window (LL1 width)
5.1. Trigger logic As described in Section 3.2.3, because the timing resolution
Fig. 29 schematically displays the concept of the high-spreads over two to three beam clocks, we open up the tim-
momentum muon trigger. The trigger is generated based on hitag window to accommodate this in the MUTRG-MRG board.
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Technically, if we set the timing window to three for example, (a)

MuTRG-MRG generates artificial signal for two beam clocks Clustering
following the original signal. Therefore, the output of single —
MuUTRG-ADTX signal becomes consecutive three-beam-clock . :
signals. Finally only one beam clock which corresponds to real Strip Number

collision time is selected by making AND with other timing-
sensitive detector like BBC or RPC. This procedure is executed(b)
before taking signal ORND of multiple MuTr planes, clus- >
tering, and comparison with the trigger map.

—

5.1.2. ORAND of hits in multiple cathode planes
MuTRG-ADTX is installed in three planes for Station 1, and

two planes for Station-2 and 3. Because structure of each non(C) T T
stereo planes are identical, which means corresponding strips —_— r i H
in different gaps have the same rapidity and radial coverage, : ! !
Either OR or AND mode of corresponding strip hits in multiple }

cathode planes can be selected. OR mode helps to enhance the T T

trigger dficiency but is transparent against noise, while AND

mode rejects fake hits, at the cost dfi@ency. For Station-

1, we have intermediate setting of AND2; requiring two hits Figure 30: Three explanatory drawings for the clustering. The left side shows
. . - . original hit profile and the right side is the result of the clustering. The discarded

out of three planes. This funqt|on is |mplemented m_FPGA O its are indicated as the empty boxes.

MUTRG-MRG. See also Section 3.2.2 regarding tficiency.

5.1.3. Clustering 5.1.4. Trigger map
Charge deposit by particle penetration on MuTr is shared by Finally, after clustering algorithm finished, the trigger de-
consecutive multiple strips (typically a few strips). This groupcision is made by comparing real hits and the trigger map in
of strips is called cluster. Compared to single strip hit, the clusthe LL1 module. The trigger map consists of the list of pos-
ter hits cause expansion of the acceptance window which resulssble strip combinations of three stations which line up in a
in degradation of the rejection power of the trigger. In order tostraight line as an indication of a high-momentum track. In
minimize the defect of the cluster, an approximate center-stripeality, taking into account the variation of the collision point
finding algorithm in a given cluster, namely “clustering algo- as well as multiple scattering in the material between the col-
rithm”, was implemented in the LL1 module. The examples oflision point and MuTr, the map includes combinations which
the actual clustering are shown in Fig. 30. The detailed methodatisfy a finite acceptance window as illustrated in Fig. 29. The
of the algorithm is described below. additional acceptance window may be introduced to the map to
allow not only a straight line but also small curvature of the tra-
jectory. The latter window controls the momentum threshold of
Step 2-1 If number of the successive hits is less than or equathe trigger and is determined by deviation from the interception
to four, only the center hit is kept while other hits are dis- at Station-2 of the linear interpolation between Station-1 and 3.
carded (Fig. 30-(a)). If number of hits in the group is two The deviation is represented in the unit of number of strips and
or four, only one hit with smaller channel (arbitrary) near called Astrip. For examplejAstrip < 1 means that we allow
the center is kept (Fig. 30-(b)). three strips around the straight trajectory. Finally, the combi-
nations of hits which are allowable for triggering are extracted

Step 2-2 Due to limited capacity of FPGA on the LL1 board, if based on GEANT simulation and the map is programed in the
number of the successive hits is more than four, the hits ar| 1 module to function as a look-up table.

divided into groups with less than or equal to four. Then,

thg same procedure of Step 2-1 is performed to each of 5 MUTRG operation in the 2011 RHIC Run

divided sub-groups. (Fig. 30-(c)) MuTRG-FEE was installed in the RHIC shutdown period of
This clustering process is carried out for each beam clock tick?008 and 2009. The first physics data were taken from the op-
after opening timing window as mentioned in Section 5.1.1€eration in the 2011 RHIC Run of polarized proton-proton run.
It's to be noted that this clustering algorithm also behaves likelhe operating condition is listed below.
the hit multiplicity cut, although it is not implemented in this
trigger system because of the limited FPGA capacity. Events channels in each MUTRG-MRG and optimized to achieve

with many particles wh|ch_are not supposed t_(W)@roductlon _ more than 97 % stationfieciency at plateau. Average
events, as well as fake triggers due to possible common noise, threshold is 25 mV.

are suppressed by the hit multiplicity cut. Note the clustering
is also costs theficiency as described in Section 5.3 (See Ta- e LED as the discriminator method. We adopt faster trigger
ble 6). timing to adjust to the PHENIX trigger system.
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Step 1 If successive hits are found, clustering starts.

e Threshold for analog signals which is common over all



AND?2 for Station-1. OR for Station-2 and 3.

Timing window of three beam clocks.

Do clustering.

|Astripl < 1 in the trigger map.
In addition to MuTRG-FEE, we utilized MulD and BBC

shows insensitivity to the low momentum tracks where back-
grounds dominate and successfully raised momentum thresh-
old of 2.8 GeVc provided by MulD. The new thresholds are
on the other hand, low enough to be the region whErgignal
becomes dominant. The lower threshold in the South arm com-
pared to the North arm is due to shorter flight path length for
the same magnetic field strength as the North arm.

The measuredficiency at plateau is 92 % for the South

trigger[11] instead of RPC for the physics trigger in the 2011muon arm, as shown as filled-circle points in Fig. 31, and 87 %
RHIC Run. The observed performance of the MUTRG-FEE idor the North muon arm. The source of thefiigency is eval-

discussed in the following sections.

5.3. Hficiency for track

evaluate the MUTRG-FEHTciency for a given track extracted

by MuTr-FEE, the emulation of the trigger decision is per-

formed in the dline analysis using MuTRG-FEE hits recorded

into the PHENIX data stream. Any fraction of tracks recon-
structed by MuTr-FEE, but not associated with MUTRG-FEE

trigger fire can be considered as fiiiéiency of MUTRG-FEE.
Association between hit location of MuTr-FEE and MUTRG-

FEE is also required in this procedure to exclude acciden-

tal coincidence. Data set accumulated by the convention
MulD&BBC trigger was used for theficiency evaluation.
Fig. 31 shows theféciency for tracks as a function of the

track momentum measured by the South muon arm in the 2011

RHIC Run* The momentum thresholds for the track, which
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uated with data and summarized in Table 6. We must note that
significant fraction of the high-momentum track samples recon-
structed by MuTr must not be real, but so-called fake tracks,
taking into account what one expects from cross sections of

! . i ) high- . h th i
comparing hits of MUTRG-FEE and the trigger map online. _I_O¥rue Iigh-momentum muon sources. Such the excess is most

likely dominated by mis-reconstructed tracks of muons from
hadron decays in the volume of MuTr and accidental coinci-
dence of noise or multiple tracks. Somewhat bettéciency

for the real high-momentum muons is expected. Unfortunately
we do not have enough sample of true high-momentum muons
to evaluate theféciency performance because of smallness of
their cross section. Instead, we confirmed the trafikiency

of better than 96 % at high-momentum region in the measure-
r]wents with cosmic ray.

South  North

Intrinsic indficiency 1% 2%
AND?2 for Station-1 2% 2%
Timing cut of 3 beam clock window 4 % 5%
Clustering 2% 4%

Table 6: Sources of the iffeciency. Source of the intrinsic iffeciency includes
threshold applied signal pulse height. Impurity of the selected tracks for the
evaluation is also considered as a part of the intrinsiffiziency.

To obtain the #iciency results of filled-circle points in
Fig. 31, only MuTr and MuTRG-FEE hit information recorded
by DCM with MulD&BBC trigger were utilized in the filine
analysis (See Fig 4). In the real data taking, events must be
triggered by MuTRG-FEE signal through the LL1 module. The
points with open circle in Fig. 31, displays the MUTRG-FEE ef-
ficiency including the operating rate of the LL1 module. From
this data, the LL1 operating rate was evaluated to be 98 % in
the 2011 RHIC Run.

Figure 31: The trackfiiciency measured at proton-proton collisions in the 2011 5.4. Rejection power
RHIC Run. Black points are obtained by making association of tracks measured aAnother important concern. as well as trfﬁc:'tency to eval-

by MuTr and MuTRG-FEE hits in thefiine analysis (See text). Red points
require the online LL1 fire in addition to theibne association of MuTr tracks
and MuTRG-FEE hits.

is represented by turn-on-point of thifieiency, are 7.7 Ge
and 12.6 Ge\t in the total momentum for the South and North

muon arm, respectively. As designed to be, MUTRG-FEERgjection Power

4The dficiencies shown here do not include fiigiency from MulD and
BBC.
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uate the performance of the trigger is the rejection power. The
rejection power is defined as the ratio of the BBC trigger rate
divided by the rate of the trigger of focus. The rejection power
of the new\W trigger is described as follows.

Rate of MUTRG- FEE&BBC&MuID trigger
Rate of BBC trigger

1)
Fig. 32 shows rejection power of the MulD trigger and the
MuTRG-FEE trigger as a function of the BBC trigger rate.



The curve guides the required rejection capability of the higha hit pattern. The new trigger makes the measurement of high
momentum muon trigger in order to fit trigger rate to be in themomentum muons decayed front-boson feasible which are
assigned bandwidth limit of PHENIX DAQ of 2 kHz for muon overkilled by dominant low momentum backgrounds without
arms. it. The new electronics consist of MUTRG-ADTX, MUTRG-
MRG, and MUTRG-DCMIF. MUTRG-ADTX takes care of sig-
nal split for the trigger and analog signal measurement. The
back-end electronics MUTRG-MRG receives digitized signal
from multiple MUTRG-ADTX boards and transmit these hit in-
formation to LL1 module for the trigger decision as well as
sending the copy to DCM module via MUTRG-DCMIF for the
10° . b offline performance analysis. The observed performance from
g the 2011 RHIC Run demonstrated 85 to 90 % triggécien-

et 5 " cies for the detected high-momentum tracks which are expected
. A wq m
j,’ g & 4{}“?&‘ g Aﬁ“A‘“A

to include significant fake tracks. Observed rejection power of

e MuTRG trigger

=
o
S

A MulD trigger

Rejection Power
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new trigger combined with conventional MulD and BBC trig-
ger was satisfactory for most of the 2011 RHIC Run except for
very high luminosity period with BBC rate3MHz. The re-
jection power will be improved by taking further combination
with RPC trigger.

P I IR IR R RS RN
15 2 2.5 3 35
BBC Rate (no vertex cut) [MHz]

0 0.5 1

Figure 32: Rejection power as a function of BBC trigger rate. The curve indi-ACKnowledgments
cates the boundary of the DAQ bandwidth of 2 kHz.
We thank the sté of the Collider-Accelerator and Physics

As can be seen from the figure, MUTRG-FEE strengthen th&€partments at Brookhaven National Laboratory and thé sta
rejection power by factor of 10 to 40 compared to the conven®f the_: other PHENIX participating institutions for their vital
tional MulD trigger and kept the rejection powerfciently contributions. We acknowledge _sgpport for the MuTRG-FEE
high for the most of the case except for the very high luminosityd€velopment from Japanese Ministry of Education, Culture,
period, i.e. BBC rate- 3 MHz. The measured rejection power SPOrts, Science and Technology (MEXT), and Japan Society
indicates degradation of the trigger performance depending of¢" the Promotion of Science, Japan; National Research Foun-

the beam luminosity. As possible reasons of the luminosity dedation and WCU program of the Ministry Education Science
pendence, we consider and Technology, Korea. We thank RIKEN, Japan; Brookhaven

National Laboratory, National Science Foundation (NSF), and
o Degradation of MulD trigger rejection power. MulD suf- University of lllinois at Urbana-Champaign, U.S.A., for the ab-
fers from ringing noise which generate fake triggers. Suctsorber development We also thank NSF, USA, for the develop-
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e Signal cross talk of MuTr over anode wires. It create fakeReferences
hits after 30usec at the timing of signal undershoot and
generate fake triggers. Thdéfect is severe at high lumi-
nosity condition.
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